ArcelorMittal Charakterystyka Hacierco 50/265 S320 GD
Pozytyw = Negatyw

t q Wmin Jy,brutto Jy,eff,min Jy,eff,max Abrutto Aeff ibrutto Zmax Wmax Ncr RRd,A RRd,B,GO RRd,B,ZOO
mm kg/m2 cm®/m cm*/m cm?/m cm mm cm®/m kN/m kN/m
0.70 6.31 11.07 32.73 32.38 32.73 8.04 3.73 | 2.02 26.46 11.47 119.23 | 5.23 18.29 29.23
0.75 6.76 12.20 35.07 34.83 35.07 8.61 418 | 2.02 26.29 12.48 133.63 | 6.065 | 21.06 33.53
0.80 7.21 13.21 37.41 37.06 37.41 9.18 458 | 2.02 26.24 13.45 146.62 | 6.98 24.08 38.20
0.88 7.93 14.82 41.15 40.96 41.15 10.10 | 5.25 | 2.02 26.17 15.01 168.00 | 8.63 29.47 46.51
1.00 9.01 15.79 46.76 46.54 46.76 11.48 | 6.21 2.02 26.11 15.93 198.66 | 11.56 | 38.93 60.99
1.15| 10.36 18.86 53.77 53.73 53.77 13.20 | 7.33 | 2.02 26.00 18.86 234.40 | 16.1 53.41 83.02
1.25| 11.26 22.46 58.45 58.40 58.45 14.35 | 8.09 | 2.02 | 26.00 22.46 258.85 | 19.76 | 64.98 | 100.51

R. Garncarek, K. Kociatkiewicz

KOTEX

grudzien 2021r.



